
One of the most common problems that 
affect every kind of agricultural vehicle is 
the reduced engine power. If you detect a 
problem related to the engine or the exhaust 
gas treatment system, you must solve it 
before the vehicle can be used in normal 
working conditions. With Jaltest you can do 
diagnostics and solve the problem in an easy 
way, as we will find out in this case study.  

We will see how we can solve different fault 
codes that cause reduced engine power in a 
New Holland T7 tractor with CVT transmission.

First of all, you will need to select the right 
electronic control unit. In this case study, the 
engine is “EDC 17 CV41 + Denox 2.2” (PIC 1). In 
the connection menu you can find detailed 
information about how to connect to the 
system (PIC 2).  

Once connected, the first thing that you will 
see is the general diagnostics menu in which 
you will find every available action of the 
system: read & clear the fault codes, monitor 
live data, system checks, maintenance actions, 
etc. (PIC 3). If we read the fault codes, we will 
find out that the control unit has some fault 
codes related to the aftertreatment system 
what is causing a reduced engine power (PIC 
4).  

By using the additional information that 
Jaltest provides, such as wiring diagrams and 
component information, you will be able to 
check the components related to the fault 
codes and repair them or replace them. (PIC 
5) 

Once the tractor has been repaired, the 
control unit needs to be informed about 
it. In order to do that, you will need to 
perform a startup counter restart through 
a maintenance action (PIC 6). As the help 
shows, the electronic control unit will only 
allow three startups for 30 minutes at full 

power. If no fault codes are detected during 
that time, the control unit will be informed 
that the fault codes have been solved (PIC 7).  

After performing the action, you will need to 
perform the verification of the SCR system 
fault repair to check the right operation of 
the SCR system (PIC 8). After performing this 
action, you can see that the fault codes have 
been cleared from the memory (PIC 9).  

You will save time and money with Jaltest!

Startups counter restart 
and verification of 
the SCR system fault 
repair in New Holland T7
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